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Produktblad
Countryman B2D W5 FFO5 LSL

Countryman B2D W5 FFO05 LSL B2D med TA4F for
Shure
B2D ar idag den absolut minsta riktade myggan i varlden.
Kombinerat med enastaende ljudkvalitet och isolering ¥
Oppnar B2D upp nya mdjligheter som tidigare inte varit . =
mojligt. The tight hypercardioid pattern gives the
B2D an extra 6-10 dB of headroom compared to an omni
lav, meaning less problems with feedback, ambient
noise, room rumble, and phase cancellations with
multiple mics. <li> Frequency Response: 50 Hz to 18 kHz
<li> Cable Break Strength > 45 Ibs <li> Weight: 0.07 oz (2
grams) <li> Sensitivity: W5 (red band): 2.0 mV/Pascal
<li> Equivalent Acoustic Noise: W5:A 39 dBA <li>
Overload Sound Level: W5: 130 dBA SPL <li> Cable
Length: 5 Feet <li> Fits: Shure AXT100+, BLX1, FP1,
GLXD1, MXW1, PG1, PGX1, PGXD1, QLXD1, SLX1,

UC1, ULX1, ULXD1, UR1, URIM «</li> <li> Beige
</li>

XL1303064 Countryman B2D W5 FF05 LSL 9950 kr inklusive moms

Lagerstatus: Ungefar 5 dagar
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