
Produktblad
Countryman  H7LMO

Countryman  H7LMO H7 Directional headmike  
 																															        		          Advanced Ruggedness   
 From cable to connector to capsule, the H7 is our
strongest, most water-resistant, and most resilient
directional microphone yet. 
   Light and Comfortable   
 At less than 7 grams (0.25 oz) the headframe adjusts to
fit different head sizes and the mic boom slides to get the
perfect fit. 
  <li> Black and White Collar Clips <li> H7 Small
Windscreen <li> H7 Large Windscreen <li> Carrying
Case <li> Directional Pattern: Cardioid <li> Principle of
Operation: Pressure gradient <li> Frequency Response:
20 Hz to 20 kHz50 Hz to 20 kHz Â± 3 dB <li> Sensitivity:-
41 dB re 1 V/Pa (8.9 mV/Pa) Â± 3 dB at 1kHz <li>
Maximum SPL:136 dB SPL (peak) < 1% THD133 dB
SPL (rms) < 1% THD <li> Equivalent Input Noise: Typ.
29 dB re 20 Î¼Pa (A-Weighted) <li> Dynamic Range:
Typ. 107 dB <li> Output Impedance: 200 Î© <li> Current
Drain: Typ. 100 ÂµA (7VDC, 2-wire) <li> Cable Length: 5
Feet            							  
   
   
 

XL1305706 Countryman  H7LMO  9350 kr inklusive moms
Lagerstatus: Ungefär 5 dagar
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