
Produktblad
Samson Q2U/HP20 PACK

Använd Q2U vid din nästa live-spelning och ta sen med den tillbaka till
studion för att spela in direkt till din dator. Oavsett om din passion är
inspelningen eller att uppträdande, har den här mikrofonen det du behöver.

Q2U är en dynamisk handhållen mikrofon som har både en XLR-utgång och
USB I/O. Mikrofonens på/av-knapp styr ljudet till XLR-utgång. Micken har
också ett inbyggd 3,5mm uttag för stereohörlurar med volymkontroll för no-
latency medhörning. Den har riktingskaraktär njure och A/D omvandlaren
ligger på 16-bitar och 44.1/48kHz.

Samson HP20 hörlurar medföljer.

  • Plug & Play, Mac- och PC-kompatibel
  • Riktad dynamisk mikrofon
  • XLR ut och USB I/O
  • 3.5mm utgång med volymkontroll
  • Av/på-knapp för XLR-utgången
  • 16bitar och 44.1/48kHz A/D-omvandlare
  • Levereras med HP20 hörlurar, tripod-bordsstativ, mikrofonhållare, USB-
och XLR-kabel (3m) och Cakewalk Music Creator  

XL1518022 Samson Q2U/HP20 PACK  1495 kr inklusive moms
Lagerstatus: Ungefär 5 dagar

Produktblad
 AUDAC M67 (tal/presentation/med switch) 

Audac M67 en budgetvänlig allroundmikrofon i metall. Superkardioidkaraktär
som minimerar rundgångsrisk. M67 är med switch.

Vi reserverar oss för eventuella skrivfel samt förändringar i pris och
specifikation.

Typ: Dynamisk super kardioid
Vikt: 300 gram
  	 Dimension: 49 x 182 mm
Frekvensomfång: 50Hz-18kHz  
	 Kontaktyp: 3-polig XLR
Impedans: 300 ohm 
 	 Känslighet: -75dB (+/- 3dB)

ST1300740089  AUDAC M67 (tal/presentation/med switch)   712.5 kr inklusive moms
Lagerstatus: Ungefär 5 dagar
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Produktblad
Shure Beta 58A

Beta 58A mikrofon för scen/PA. God bakgrundsdämpning. Lågohmig.
Hypernjure.
Dynamisk sångmikrofon

XL5410586 Shure Beta 58A  1650 kr inklusive moms
Lagerstatus:  Finns i lager

Produktblad
Shure SM58-LCE

Dynamisk mikrofon. Lågohmig. Njure. Klassisk sångmikrofon. 

• Sång 
• Akustiska instrument 
• Trummor & percussion 
• Instrumentförstärkare 

XL5410585 Shure SM58-LCE  1000 kr inklusive moms
Lagerstatus:  Finns i lager

Produktblad
Samson R21S

Dynamisk sång- och inspelningsmikrofon med on/off omkopplare,
njurkaraktäristik. Komplett med mikrofonhållare.

XL1518282 Samson R21S  395 kr inklusive moms
Lagerstatus: Ungefär 5 dagar
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Produktblad
Lampifier 111 Mikrofon

"På musikteknikmässan Summer Namm 2010 berättade företaget Lampifier om
sina två nya mikrofoner för livebruk. Modellerna som heter 711 och 111 kan
sägas vara dynamiska i dubbel bemärkelse - de har inte bara dynamisk
konstruktion, utan har dessutom dynamikprocessorer inbyggda. Både
noisegate och kompressor kan användas för att påverka ljudet innan det lämnar
mikrofonen.

Poängen med att ha dessa funktioner direkt i micken är att man kan ha kvar
exakt samma inställningar från gång till gång. Använder man till exempel micken
i samma lokal en gång i veckan är det smidigt att slippa ställa in effektracket
varje gång.

ILTLAMP111 Lampifier 111 Mikrofon  1195 kr inklusive moms
Lagerstatus:  Finns i lager

Produktblad
Stage Line DM-045 Retro Mikrofon

Dynamisk mikrofon som till utsidan med sitt blanka 
metallskal ser ut som en mikrofon från 50-talet. 
Men på insidan är det skillnad. Kardoidkarakteristiskt 
neodymium magnet, cromium-plated version, är det 
här garanterat en bättre mikrofon än de som gamla 
operastjärnor sjöng i. 

Allmänna specifikationer: 

System dyn./cardioid 
Frequency range 50-16,000Hz 
Impedance  250 ohm 
Sensitivity 1.3mV/Pa/1kHz 
Max. SPL 130dB 
Housing  metal, silver 
Dimensions 71x179x55mm 
Weight  670g 
Connection, microphone XLR, bal. 
För att passa på modernare stativ krävs en reduceringsgänga MAC-10  (19kr)

MO233590 Stage Line DM-045 Retro Mikrofon  737.5 kr inklusive moms
Lagerstatus:  Finns i lager
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Produktblad
Stage Line DM-065 Retro mikrofon

Dynamisk mikrofon som till utsidan med sitt blankametallskal ser ut som en
mikrofon från 60-talet. Men på insidan är det skillnad.
Kardoidkarakteristisktneodymium magnet, cromium-plated version, är dethär
garanterat en bättre mikrofon än de som gamla60 tals rockare sjöng i. 

System	dyn./cardioid
Frequency range	50-16,000Hz
Impedance	250 ohm
Sensitivity	1.3mV/Pa/1kHz
Max. SPL	135dB
Body	metal, silver
Dimensions	54x175x68mm
Weight	550g
Connection, microphone	XLR, bal.
Connection, cable	-
Cable	-

För att passa på modernare stativ krävs en reduceringsgänga MAC-10 (19kr)

MO235740 Stage Line DM-065 Retro mikrofon  972.5 kr inklusive moms
Lagerstatus:  Finns i lager

Produktblad
Samson R21S

R21SDynamisk sång- och inspelningsmikrofon medon/off-omkopplare,
njurkaraktäristik. 3-pack,komplett med mikrofonhållare och väska.

XL1518003 Samson R21S  990 kr inklusive moms
Lagerstatus: Ungefär 5 dagar
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Produktblad
Samson  Q7X

Samson  Q7X Professional Dynamic Vocal Microphone   
 																												Prisvärda och pålitliga dynamiska mikrofoner med stark output, lågt handljud
och minimal rundgångsrisk.														        		        The ultimate workhorse, providing
exceptional sound reproduction for live and studio vocal and instrument
performances. This mic accurately captures a wide dynamic range with
tailored mid-range presence. Its supercardioid pickup pattern provides
maximum gain before feedback, while an updated body design and multi-
axis capsule shockmount minimize handling noise. <li> Dynamic vocal
microphone with tailored mid-range presence <li> Neodymium dynamic
mic element for wide dynamic range <li> High output, low impedance
design <li> Supercardioid pickup pattern with excellent off-axis rejection
<li> Smooth, flat frequency response of 50Hzâ€“16kHz <li> Handles high
SPLs of up to 150dB for close miking situations <li> Improved multi-axis
capsule shockmount minimizes handling noise <li> Rugged die cast body,
hardened steel grille <li> Includes mic clip </li>             							  
   
   
 

XL1518037 Samson  Q7X  750 kr inklusive moms
Lagerstatus:  Finns i lager

Produktblad
Samson  Q8X

Samson  Q8X Professionell dynamisk sångmikrofon  
 																												Prisvärda och pålitliga dynamiska mikrofoner med stark output, lågt handljud
och minimal rundgångsrisk.														        		        Professionell dynamisk sångmikrofon
som ger ultimat ljudåtergivning för live- och studiosång samt instrument.
Denna mikrofon fångar trovärdigt ett brett dynamiskt register med
exceptionell klarhet. Ljudupptagningen med superkardioid ger maximal
förstärkning, medan en uppdaterad kroppsdesign minimerar handljud. <ul> 
<li> Premium dynamic vocal microphone with exceptional mid-range clarity
<li> Neodymium dynamic mic element for wide dynamic range <li> High
output, low impedance design <li> Supercardioid pickup pattern with
excellent off-axis rejection <li> High saturation level audio transformer
rejects hum/noise <li> Smooth, flat frequency response of 50Hzâ€“16kHz <li>
Handles high SPLs of up to 150dB for close miking situations <li>
Improved pneumatic capsule shockmount minimizes handling noise <li>
Rugged die cast body, hardened steel grille <li> Includes mic clip and
zipper pouch </li>             							  
   
   
 

XL1518038 Samson  Q8X  1395 kr inklusive moms
Lagerstatus:  Finns i lager
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Produktblad
Samson R10S

Samson R10S. Dynamisk sång- och inspelningsmikrofon med
njurkaraktäristik. 3.5mm minitele samt adapter till 6.3mm.

XL1518281 Samson R10S  295 kr inklusive moms
Lagerstatus: Ungefär 5 dagar

Produktblad
Samson R31S

Samson R31S. Dynamisk sång- och inspelningsmikrofon perfekt för livebruk,
njurkaraktäristik. Komplett med mikrofonhållare.

XL1518283 Samson R31S  495 kr inklusive moms
Lagerstatus: Ungefär 5 dagar
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Produktblad
sE  Electronics V3

sE  Electronics V3 The V3 is a rugged dynamic workhorse fit for absolutely
any voice or instrument.  
 																																										        		 Brilliant, reliable sound meets outstanding build qualityFor many
years, we've had live sound engineers utilizing our studio microphones and
Reflexion FiltersÂ® on stages all over the world with acts like Linkin Park,
Tom Petty & The Heartbreakers, Black Sabbath, Billy Idol, Paramore, My
Morning Jacket, and many, many more.With vast knowledge gained
through working with countless engineers and bands, we have finally
entered into the world of dynamic mics with the V Series - built to withstand
rigorous touring schedules, while still performing better than anything else
in their class.

XL1315300 sE  Electronics V3  850 kr inklusive moms
Lagerstatus: Ungefär 5 dagar

Produktblad
sE  Electronics V7-X

sE  Electronics V7-X Dynamic Instrument Mic - Capture the full depth &
expression of all of your instruments.  
 																																										        		 Powerful. Natural. Focused.A supercardioid dynamic instrument
microphone that lifts the sonic curtain in front of your sources, connecting
listeners with your performance at a whole new level.The sibling to the
acclaimed vocal-oriented V7, the V7 X is a dynamic instrument microphone
ideal for a broad range of instrumental applications - both in the studio and
on stage. Its specialized capsuleâ€™s innovative aluminum voice coil and
brand new acoustic design are specifically tailored for full-bandwidth
instrumental reinforcement & recording, with a perfect balance of detailed
highs and deep, ultra-powerful lows, allowing for use on nearly any source
from electric guitar cabinets to brass instruments, snare drums to choir,
and many moreIn a world crowded with dynamic microphones - and largely
led by a small handful of â€œindustry standardsâ€• - the V7 has rapidly achieved
high praise from both artists and reviewers alike with its stunningly realistic
sound quality, immense gain before feedback, and superior off-axis
rejection.THE HEART OF THE V7 X: THE DMC7 X CAPSULEThe all-new
custom DMC7 X capsule offers the same technologies and features as its
sibling within the V7, including its innovative, specialized aluminum voice
coil. While the V7 is optimized for vocals, the capsule in the V7 X has been
custom-tuned for instrumental use. The upper frequency range is smooth &
balanced, capturing every nuance of the player, while the lowered
resonance and extended, powerful low frequency response allows for a
complete spectrum of instruments: 4x12 guitar cabs, toms, snares, horns,
rotary organs, or any other instrument all come through loud, natural, and
clear.The supercardioid pattern of this sophisticated capsule also helps
isolate your instruments from other sound sources on the stage - efficiently
reducing stage bleed and ensuring copious amounts of gain before
feedback.Proven neodymium magnets, tight production tolerances and
high workmanship ensure excellent sensitivity, high-end sound quality and
superb consistency.ALL-METAL HOUSING & BEVELED SPRING STEEL
GRILLEThe V7 X's road-ready design is all metal - no plastic parts here.
The chassis' high quality, highly durable zinc alloy is designed to hold up
under on-stage stress for years, and the spring steel mesh grille is dent-
proof and corrosion-free for perfect reliability.And see that beveled edge
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around the grille? This prevents the V7 X from rolling when set down on
top of an amp or the stage floor.UNIQUE, PATENTED INTEGRATED
CAPSULE SUSPENSIONThe V7 Xâ€™s advanced internal capsule
suspension efficiently decouples the capsule from mechanical vibration,
isolating it from shocks & jolts and providing exceptionally low rumble and
handling noise as compared to other mics in its class.INTERNAL
WINDSCREENThe red internal windscreen efficiently reduces unwanted
wind noise - and in case you prefer a more visually subtle black
windscreen, we have also included one as a standard accessory.GOLD-
PLATED XLR CONNECTORThe V7 X's gold-plated XLR connector also
ensures a loss-free and reliable signal connection for years to come.IN
THE BOXmicrophonemic clipthread adapterblack internal
windscreencarrying pouchsE logo stickeruser manual  Specifications  
<li> Capsule: Dynamic <li> Voice Coil: Aluminum <li> Magnet: Neodymium
<li> Directional Pattern: Supercardioid <li> Frequency range: 30 Hz - 19
kHz <li> Impedance: 300 Ohms <li> Sensitivity: 2.0 mV/Pa (-54 dB) <li>
Connectivity: 3-pin male XLR <li> Diameter: 47 mm  x  Length: 176 mm
<li> Weight: 269 g </li>             							  
   
   
 

XL1315710 sE  Electronics V7-X  1195 kr inklusive moms
Lagerstatus: Ungefär 5 dagar
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